Subject: ETS MPS/Aura Engineering Release 3.1 Delivery
Date: Fri, 9 Aug 2002 17:40:16 -0400

From: "Ernest Quintin" <equintin@csc.com>

To: “Willie Fuller” <wfuller@pop500.gsfc.nasa.gov>

Willie,

We are pleased to deliver Release 3.1 of the ETS Multimode Portable
Simulator (MPS) for Aura. This engineering release delivery contains code
enhancements to answer Discrepancy Report (DR) ETS0452, removal of
dependence upon Oracle as a database repository, and Change Request
ETS0454, enabling MPS/Aurato act as a Front End to the ETSF. Code to
answer other DRsis aso included. Complete descriptions of the changes
and enhancements are contained in the attachments.

There are seven attachments to this | etter.

Attachment Al describes the capabilities included in this release.

Attachment B describes installation instructions for this release.

Attachment J describes special operating instructions for this release.
Attachment D contains the resolved DR descriptions

Attachment H contains the system limitations.

Attachment H contains an updated release history summary matrix.

Attachment G contains an updated Mission Systems Configuration Management
(MSCM) form.

Attachment C is being delivered as a zip file because its size might
overwhelm some mail systems. The updated software executable modules are
being delivered on CD-ROM. Two copies of the CD are being given to Guy
Cordier, who will forward one copy to Raytheon at Denver and will use the
other for installation on the MPS simulator PCsin Building 32. A PCis
being purchased for installation at the ETSF in the MAR.

The updated software is aso being installed on the serial card-equipped
PCsin the Bldg 25 Simulations Operations Center and on the portable PCs,
in the event that any of those units are needed to support upcoming Aura
data flows.

If you have any questions about this delivery, please do not hesitate to
contact me or Estelle Noone.

Ernest Quintin
301-805-3649

CC: aan.johns@gsfc.nasa.gov, Alexander.Krimchansky.1@gsfc.nasa.gov,
gcordier@rattler-e.gsfc.nasa.gov, kcklem@west.raytheon.com,



arhabeger @west.raytheon.com, rmesserly@mail.gblt.averstar.com,
vhruland@west.raytheon.com, "Pat Burrows" <pburrows@csc.com>,
"Jean Carlson” <jcarlson@csc.com>, klavery@pop500.gsfc.nasa.gov,
eshurie@pop400.gsfc.nasa.gov, "Estelle Noone" <enoone@csc.com>,
rwinters@mail.gblt.averstar.com, diana.sexton@averstar.com,
jouida@pop500.gsfc.nasa.gov, jtouchst@eoc.ecs.nasa.gov,

ggarner @rattler-e.gsfc.nasa.gov, tpha@raytheon.com,

Jim King <jking@toronto.eoc.ecs.nasa.gov>,
Danny.S.Linebarger.1@gsfc.nasa.gov, dramey@pop400.gsfc.nasa.gov,
angie.kelly@gsfc.nasa.gov, ernest.canevari @honeywell-tsi.com,
jcarlson@pop400.gsfc.nasa.gov,

Robert Patterer <Robert.J.Patterer. 1@gsfc.nasa.gov>,

Candace Shoemaker <Candace.M.Shoemaker.1@gsfc.nasa.gov>,
jteter@eoc.ecs.nasa.gov, awells@titan.com



Attachment A — Summary of Operational Changes

Operational Capabilities of MPS/Aura Release 3.1

New or modified capabilities with this release are noted in Bold.

Telemetry:

- Transmit telemetry in IP or Seria (clock/data) mode

- Pack telemetry packets and CLCWsinto CADUs when in Serial mode

- Generate one stream of CADUs when in Seria mode

- Generate one stream of telemetry formatted as EDUs when in IP mode

- Start or stop one telemetry stream

- Generate telemetry packets from information contained in the PDB

- Maintain telemetry nodes from information contained in the PDB

- Populate telemetry packets with data values from information contained in the
PDB

- Generate correct secondary headers for SC, GIRD, and SUROM-TIE (no
secondary header) telemetry packets using information from the PDB

- Generate instrument telemetry packets using secondary key information from
the PDB

- Display EDU datawhen in IP mode

- Display CADU datawhen in Serial mode

- Set valuesinto telemetry points by mnemonic

- Display telemetry node values by mnemonic

- Convert telemetry values to Engineering Units (EU) for display using
information from the PDB

- Accept operator-entered telemetry valuesin EU and convert to Raw Counts
for inclusion in telemetry packets

- Reset packet count for the telemetry stream

- Static packet data can be overwritten (by byte location) and by modification of
telemetry mnemonic

- Incrementing packet sequence counters per APID

- Generation of individual APIDs can be inhibited

- Telemetry logs will be created (viewable by offline utility)

- Packet Headers and Packet Data are updated

- Packet data can be shown in hexadecimal or octal format and addressed in
hexadecimal or decimal form

- Packet Sequence Counters can be reset

- Packet Sequence Counters can be modified

- Packet Version field can be modified

- Packet APID field can be modified

- Packet Typefield can be modified

- Packet Secondary Header Flag field can be modified

- Packet Length field can be modified

- CCSDS Unsegmented TimeCode (CUC) can be modified
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Packet rate may be controlled

CLCW transmitted via EDUs when in IP mode

| P packets are transmitted with variable lengths

CLCW can be overridden by the operator

Transmission of CLCW can be inhibited when in IP mode

Scenario file (script) capability to set telemetry nodes and buffers

Set telemetry data values in response to spacecraft commands received (end-
item verification)

Set initial telemetry data values at initialization

Allow simultaneous display and set of multiple telemetry container itemsvia
GUI screens

Simul ate spacecraft memory dumps

Use the PDB telemetry state text file to locate end-item verifier values
Maintain and update telemetry data valuesin APID 1000

Telemetry parameters may be set and viewed by Parameter 1D

CLCW Transmit Start and Stop is coupled to H/K Telemetry Start and Stop
Telemetry values may be set using simple expressions

Telemetry values may be set using trigonometric expressions

Telemetry values may be set using Boolean expressions

Telemetry values may be set to other telemetry mnemonic values

Telemetry values may be saved in intermediate variables for later use

TES Segmented Packets are emul ated

CLCW Transmit rate may be set by the operator

Telemetry data values are validated for fit into packet space

Current enable status and transmit rate for all APIDs is viewable via status
display

vcProcessor module discards VC63 VCDUs when creating files for playback
The PDB Red/Y ellow Limitsfileisused to refineinitial telemetry values.
Signed telemetry data values are validated as one's and two’ s complement
integers upon user input, as appropriate.

Displays of telemetry and command container item names may be saved and
restored.

The VCDU Sequence Counter field occupies 32 bitsin APID 1000.

Direct ingest of telemetry-related PDB flat files

Accept telemetry and CL CW packets from an external sourcein |P mode
Update telemetry parameter valuesto reflect data received from the
external source

Update CLCW field valuesto reflect data received from the external
sour ce.

Forward, via I P interface, the telemetry and CL CW packetsreceived
from the external source.

Modify telemetry parameter valuesand CLCW field valuesin externally
received packets prior to re-transmission, in response to oper ator
directive.
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Command:

- ldentify commands using information from the PDB

- Display event messages with command mnemonics and submnemonics

- Set telemetry points in response to commands received (end-item verification)
using information from the PDB

- Recognize spacecraft Command Loads

- Display Command Load data

- Copy Command Load datato a Memory Dump buffer

- Inhibit the Command Load data copy facility via operator directive

- Validate checksums of received Command Loads

- Ingest type AD, BC, and BD commands

- Display Total CLTUs count

- Reset Total CLTUs count

- Display Rejected CLTUs count

- Reset Rgected CLTUs count

- Display Instrument commands count

- Reset Instrument commands count

- Display Spacecraft commands count

- Reset Spacecraft commands count

- Display BC commands count

- Reset BC commands count

- Display BD commands count

- Display current Spacecraft CLCW

- Update Spacecraft and instrument CLCW

- Display current Instrument CLCW

- Validate commands based on individual, all, or none of the following
validation criteriaz CLTU Start and Tail Sequences, BCH Error Code,
Transfer Frame Header Fields, FARM (Valid Frame Sequence), User
Command Packet Header

- Generate event messages based on ingest

- Log raw commands (viewable by offline utility)

- Display raw command in hexadecimal or octal format addressed in either
hexadecimal or decimal fashion

- Display command packet headers for instrument commands

- Display command packet headers for spacecraft commands

- Update command accepted and rejected counters in telemetry

- Command submnemonics are saved in container items and may be viewed
after command receipt

- Expected Spacecraft ID changed to CC Hex

- TESand OMI segmented commands are recognized.

- TheFunction Code is used to identify HIRDL S commands.

- Thetwo’s complement checksum of instrument commands is validated.

- Direct ingest of command-related PDB flat files
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Time:

AttachA.doc

Enable and disable automatic setting of end-item verifier telemetry points
for commandsreceived, in response to operator directive.

Maintain and update SC time (GIRD)
Maintain and update GMT time
Synchronize SC and GMT times

Control all simulator module functions via scenario scripts

Selection of scenario scripts may be via operator type-in or viaafile selection
browse window

Start scenario scripts in response to commands received

Start a scenario script from a scenario script

Execute multiple scenario scripts simultaneously

Provide operator control of multiple scenario scripts started by the operator
Save the last 10 operator directives

Allow editing of saved operator directives before re-execution

EDOS Service Header (ESH) fields may be viewed

ESH field contents may be modified by the operator

Validation of Command Data Block (CDB) header fields of commands
received

Modification of expected values of CDB header fields

All viewable buffers may be displayed

Addition, deletion, and modification of command end-item verifiers via SQL
scripts

Logs of commands received or telemetry transmitted may be retransmitted via
|P output or Seria output

Expected Spacecraft ID may be modified in EOSGS module

CLCW ESH field contents may be modified by the operator

Event messages to the screen may be inhibited or enabled by severity (color)
Scenario scripts may contain IF-then-ELSE-ENDIF and WHILE-ENDWHILE
conditional execution directives

The Scenario module may interface with multiple modules

Intermediate variables A — Z permit saving values as real numbers — extended
to all modulesthat accept directives

Intermediate variables Aq — Zqg permit saving values as long integers —
extended to all modulesthat accept directives

The Serial Output module can accept directives from the operator or viaa
scenario script.

The Event Message window has been separated from the project window and
has been made resizable.
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Attachment B — I nstallation I nstructionsfor MPS/Aura Release 3.1

This attachment contains the instructions for installing the PDB files and the MPS/Aura
Release 3.1 Server and Client. The information presented in this attachment is divided
into three magjor sections. The first section contains abbreviated installation instructions,
the second contains a summary of the installation changes, and the third section contains
detailed instructions for performing initial and subsequent installations.

The information presented in this attachment has been checked for accuracy by the
independent test team.

B-1: Abbreviated I nstallation | nstructions

These instructions are intended for the experienced user.

1. Install the MPS/AuraRelease 3 Client software by executing the Setup.exe
program in the Client folder of the CD.

2. Install the MPS/Aura Release 3 Server software by executing the Setup.exe
program in the Server folder of the CD.

3. If not previously done, create afolder under D:\mps_pdb\AuraPDBs OR
C:\Program Files\CSC\Aura Server 3.1 to hold the Aura PDB sourcefiles.
Copy the Aura PDB source filesinto this new folder. Twelve files are needed.
See the list in Paragraph B-3.3 for the files to be copied.

4. When initializing the MPS/Aura simulator for the first time, all Projects needed
must be built and saved.

B-2: Summary of changes

The MPS/Aurasimulator no longer requires Oracle as a database repository. Instead it
ingests the Project Data Base (PDB) flat files directly during initialization. Itis
suggested that the PDB flat files be stored in a subfolder under the Aura Server 3.1
folder, or at a convenient place near the root folder for easy access.

Oracleis still available so that SQL*Plus may be used to make database queries. The
method of ingest of the PDB flat filesinto Oracle is unchanged from Release 3.0. If itis
necessary to install/reinstall Oracle, follow the instructions given in Attachment C of the
MPS/Aura Release 3.0 Delivery Package.
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B-3: Detailed | nstallation I nstructions

Thisisthe complete procedure for performing an initial or subsequent installation of the
MPS/Aurasimulator Release 3.1, and associated software, datafiles, and COTS
programs on a PC.

Materials Needed:

«  One or more versions of the Aura Project Data Base (PDB)
« The CD containing the MPS/Aura Release 3.1 software

B-3.1: Java Runtime Engine Installation

Installation of the Java Runtime Engine product need only be performed if the simulator
isbeing installed on anew PC or onethat has had its hard drive replaced. If Javais
already installed on the PC then skip to Paragraph B-3.2.

1. Insert the CD containing the MPS/Aura Release 3.1 into the CD drive and navigate to
it using either Windows Explorer or My Computer.

2. Double-click on the file named jdk1 2 2-win.exe. Thiswill cause the Java Runtime

Engineto beinstalled. Accept all defaults when responding to the installation
prompts.

B-3.2: Installation of the Aura Server and Client software

The stepsin this paragraph cause the MPS/Aura Client and Server software to be
installed on the PC.

1. Insert the delivery mediainto the appropriate drive.

2. Toinstall the AuraClient:

a) On the desktop, click on the Start button, and then select Run from the resulting
menul.

b) When the Run window appears select the Browse... button.

¢) From the Browse Window, select the Removable drive that contains the
installation CD.

d) Click onthe Client folder.

e) From within the Client folder, double click on the Setup.exe filename.

f) A window with the title “Run Window” will appear. Click on the Okay button to
proceed to the next step.
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9)

h)

i)
)

The screen will be filled with an Aura Client background and a smaller window
with thetitle “Welcome to Aura Client 3.1” will appear. Click on the Next button
to proceed to the next step.

The next window will contain the licensing agreement. Click on Y es to accept
the agreement and proceed.

After all of thefiles are copied, awindow with the title “ Setup Complete” will
appear. Click on the Finish button to end.

An AuraClient icon will now be installed on the desktop.

3. Toinstall the Aura Server:

a)

b)
c)
d)
€)

f)

9)

h)

i)
)

B-3.3:

On the desktop, click on the Start button, and then select Run from the resulting
menul.

When the Run window appears select the Browse... button.

From the Browse Window, select the Removable drive that contains the
installation CD.

Click on the Server folder.

From within the Server folder, double click on the Setup.exe filename.

A window with thetitle “Run Window” will appear. Click on the Okay button to
proceed to the next step.

The screen will then be filled with an Aura Server background and a window with
thetitle of “Welcome to Aura Server 3.1” will appear. Click the Next button to
proceed.

The next window will contain the licensing agreement. Click on Y es to accept
the agreement and proceed.

Next awindow will show the completion status as the files are copied. When the
copying is complete click on the Finish button to finish the installation.

An Aura Server icon will be installed on the desktop.

PDB Download

The next step isto copy the PDB onto the hard drive. Y ou will need at least one version
of the AuraPDB. The following PDB flat files are needed, where xxxxxx corresponds to
the version portion of the filename:

cmd_desc xxxxx.pdb
cmd_fixdata xxoxx.pdb
cmd_parm_xxxxxx.pdb
cmd_vardata xxooxx.pdb
cmd_verify xooxx.pdb
tim_calcurve xoxxx.pdb
tim_desc_xxoox.pdb
tim_dstate xooxx.pdb
tIm_packet_xooox.pdb
tim_parm_oooox.pdb
tIm_polyconv_ooxxxx.pdb
tim_rylim_oooxx.pdb
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Add afolder to your chosen directory structure to hold the source files of the Aura PDB.

Copy the desired version of the PDB into the folder just created. If desired, more than
one version of the PDB may be copied. Be sureto copy each version into its own folder.
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Attachment C - Special Operating | nstructions

This attachment contains new special operating instructions for MPS/Aura Release 3.1.
The information presented in this attachment has been checked for accuracy by the
independent test team.

A User’s Guide is being updated to include the information presented in this section. The
User's Guide will be available from the ETS home page at
Ittp://esdis-it.gsfc.nasa.gov/ ETS/ets.html|

PDB Ingest

With this release the Project Data Base (PDB) is no longer taken from the Oracle
repository. Instead the PDB flat files are ingested directly into the simulator during
initialization, or whenever the user wishes to change the PDB version in use.

The PDB flat files must be present on the PC hard disk, or in areachable point of the
network neighborhood. The following PDB flat files are needed, where xxxxxx
corresponds to the version portion of the filename:

cmd_desc xxxxx.pdb
cmd_fixdata xxooox.pdb
cmd_parm_xxxxxx.pdb
cmd_vardata xxooxx.pdb
cmd_verify xooxx.pdb
tim_calcurve xoxxx.pdb
tIm_desc_xxooxx.pdb
tim_dstate xooxx.pdb
tIm_packet_xooox.pdb
tim_parm_oooox.pdb
tIm_polyconv_ooxxxx.pdb
tim_rylim_oooxx.pdb

It is suggested that these files be stored in a subfolder to the Server folder, or ina
common area near the root folder, to make navigation easy.

Follow these steps to ingest the PDB at simulator initialization:
1. Create, or restore, adesired Project in the same manner as all previous rel eases.

2. When the Configur e/L oad Database option of the SCAuramodule menu is
accessed, the Select PDB Directory window will appear:
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[#{SCAURA #1 Select PDB Directory M =] E3

File:|] [ |

_ Apply | _ Close |

3. Single-click on the Browser button, which is the button with three dots at the
right. The PDB File Browser window, which appears as follows, will appear:

f=3 SCAURA #1 PDB File Browser M=l E3

File:|[DAAJRA Test FoldenServe\PDBES) |

CoalUIRA Test FoldenSerenFPDBES)

L)E: -
Q;]F:
\J.S

[ZJPDB 011802-01
[JJPDB 032502 04

—
-
—

_ Apply | _ Close |

4. Tolocate the desired version of the PDB, move the Slider as necessary and
single-click folder names until the folder containing the PDB filesislocated. To
move up the directory structure, single-click the folder with two dots as its name.
Single-click the folder containing the PDB files, then click Apply. The PDB File
Browser window will disappear.

5. Ensure that the complete path to the PDB folder appearsin the Select PDB
Directory filenamefield, then click Apply followed by Close.

The PDB fileswill be read in and internal tables created. A series of messages indicating
progress at reading the fileswill be displayed in the Event Log window. If any messages
indicate Warnings or Errors, more informational messages will be written to the Event
Log disk file.

The simulator may now be reloaded with a different version of the PDB without
completely stopping it. To load anew PDB version, select the STOP option followed by
the UNL OCK option from the RUN menu. Then follow steps 2 through 5 above. Then
restart the simulator.
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Use of Oracle

Although Oracle is no longer needed for operation of the simulator, it may be left running
should the user wish to use SQL* Plus to make database queries. The instructions for
ingesting anew PDB into Oracle are unchanged from Release 3.0.

However, if Oracle is shut down more memory and CPU resources will be available for
the ssimulator. Follow these steps to shut Oracle down:

1. To stop Oracle on arunning PC you must log in as Administrator.
2. From the Start menu select Settings, then select Control Panel.
3. Double click the Servicesicon.

4. For everything where the name begins with “Oracle...” highlight the service then
click Stop.

| mportant - stop Oracle...Listener first.
Y ou must reboot the PC to get Oracle running again.
Alternatively, when in Services you can change the Startup to Manual for each of the

Oracle... services, but each time you want Oracle to run you must log in as Administrator
and Start each service.

Processing of exter nally received telemetry

The capability to accept, modify, and retransmit telemetry and CLCW packets from an
external source, such as adisk file, another PC, or the EOC Training Simulator Facility
(ETSF) has been ported from MPS/Aqua Release 6.6. At this time this capability only
worksin IP mode. Aseach packet is received the MPS will apply any changes directed
by the operator and immediately forward the packet via IP Multicast. The following
paragraphs describe the processing in detail.

External Packet Input Processing:

1. External data must be connected to input channel 3 of the SCAura module.
Packets may be received from one or more external sources via Input |P modules,
from one or more disk files viathe TxFile module, or a combination of these
methods. A sample Project is shown later in this section.

2. Theexternal data packet may be an EOS Enhanced CLCW packet or an EOS
Telemetry packet. The Aura PDB isused to identify all received telemetry
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3.

packets. CLCW packets are recognized by the threefill bytes at the front of the
dataarea.

The external packet may optionally have an EDOS Service Header preceding the
data. The simulator presumes the existence of an EDOS Service Header. If a
header ispresent, ALL packets must havethe same header. Thereisasingle
container item that defines the size of this header in bytes. (All new container
items are listed in tables later in this document.)

If the received packet cannot be identified, a warning event message is produced
and the input is counted as an error. For telemetry APID packets, this means that
all packets expected from the external source must be properly defined in the
database. The event message also provides the current length in bytes of the
optional service header in case this value needs adjustment.

CLCW Processing:

1

Since the CLCW buffers are provided to telemetry threads and may now be
overwritten with external data, critical section processing was added so that a
consistent buffer is available for transmission.

Filtering of CLCWSs: Thereisaflag, per CLCW buffer, to enable/disable external
input. Seethe container item list below for the names of these flags. It is possible
to have the external source provide the spacecraft CLCW but not the instrument
CLCW, and vise versa.

When an external CLCW packet is processed, it is copied to the appropriate
CLCW buffer. If the operator has modified any fields of the CLCW within MPS,
these modifications will be made to the buffer before it is re-transmitted.

Each field of each CLCW has an associated update flag. Whenever the operator
modifies afield, thisflag will be set. This causes the changeto persist in all
following CLCW packets. If atemporary change was intended, the operator
MUST clear the associated update flag for the specific field immediately after the
CLCW istransmitted. Then the value from the next external CLCW will be used
for thisfield.

After any modifications have been applied, values from the CLCW buffer are
copied into theindividual field variables. This keepsthe CLCW displays
properly updated.

Both ignored and processed external CLCW packets are counted.
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Telemetry APID Packet Processing:

1. Sincethe APID packet buffers may now be overwritten with external data, critical
section processing was added so that a consistent buffer is available for
transmission.

2. Filtering of external APID packets:

a

If areceived packet is transmit “enabled” within MPS, it is assumed to be
controlled solely by the SCAuramodule. The external packet input thread
will count but otherwise ignore the packet. Thus the generation and
transmission of "enabled" packets works in the same way asin previous
rel eases.

If apacket isreceived which is transmit "disabled” within MPS,; its
external load enabled flag will be checked. If the external load flagis
enabled, the packet will be accepted and retransmitted. It is assumed that
the transmission timing for external packetsis controlled externally. The
packet is copied into the appropriate packet buffer, formatted, then
immediately transmitted. This eliminates the need for packet timing
coordination between MPS and the external source. It aso solvesthe
problem of receiving dump packets since these packets are in the database
and "disabled" by default. If the external load flag is set to disabled, the
received external packet is counted but otherwise ignored.

3. When an external packet is accepted for retransmission the following happens:
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It is copied into the appropriate telemetry buffer. The EDOS Service
Header, if present, is stripped off and discarded. For packets with
secondary keys, the logic makes the key value of the received packet
buffer the current one, thus ensuring transmission of secondary keysin the
same order and with the same timing as the external source.

The packet header is formatted, and any operator-directed changes to
telemetry values are applied. When the external |oad flag is enabled, new
updates (from operator or scenario files) to this packet's telemetry are
saved in an update vector and applied to every packet received.

All telemetry points associated with the APID are set to the values from
the formatted buffer. This means that parent and child mnemonics will be
in agreement for externally received packets and scenario scripts may
access telemetry point values set by the external source or by the MPS
operator. The telemetry points may also be monitored using the container

item display.

The packet isimmediately transmitted. If it is sent through the EOSGS
module, asis standard when operating in IP mode, a new EDOS Service
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Header is applied. While there will be asmall delay from processing each
packet, the interval between packets will reflect the external timing.

Oper ations Concepts:

When the MPS/Aura simulator is being used without externally supplied data, nothing
has changed. The simulator will operate exactly asit hasin previous rel eases.

MPS defaults to disable of external input for both CLCW packets and all defined
telemetry packets. When the ssimulator is being used with externally supplied data,
directives must be issued to enable external input of specific APIDs and CLCW packets.
A boilerplate scenario script to enable external packet receipt is being supplied with the
delivery package. The user may issue directives or run another scenario script to specify
timing and transmit "enable" flags for those packets that are to be generated by the
SCAuramodule.

If APID 1000 is enabled for external receipt, the simulator will not apply datato the time
fields or set the VCDU count. APID 1000 will be handled in the same way as any other
externally received packet. Should any of the telemetry pointsfor APID 1000 be
modified by the MPS operator, these changes will be processed and applied to the next
and all subsequent packets.

Setting of end-item verifier telemetry points in response to commands received is enabled
by default. When packets are being received externally and commands are being
received, it may be desirable to disable setting of end-item verifiers. To do so, set the
container item, commandver ification, to zero.

Whenever a user makes a change to a CLCW field, thefield isimmediately copied into
the associated CLCW buffer and the update flag for that field is then set. If the operator
modifies a CLCW field when the CLCW is being received externaly, these changes will
persist. This may not always be desired. For example, the operator may change the
externally loaded CLCW to set the lockout flag to true. Because the changeis“sticky”,
the lockout flag will stay true even when new external data packets would reset the field
tofalse. If the operator wants the field to match the external data again, the field's update
flag must be cleared. Scenario scripts are suggested as an efficient means of setting a
field and clearing the update flag. The names of all CLCW flags are given in the
container item table below.

The picture on the following page shows how MPS might be configured for receipt of
data from an external source such asalog file.
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Typical M PS Project for Re-transmission of Teemetry Data:

EEEHPSIAUH 3.1 [4A15/02 11:46:21 AM]

File Edit Project Help

[F]Project 0
System  Module Run

OutputlP#5

AR ER LA LALEL AL AR LN LY

={= Project loaded

InputiP# 0 -

* InputlP #0 is set up to receive command data transmitted by EMOS. Itis
connected to input channel #2 of the SCPM 1 module viathe EOSGS module.

» TxFilereadstelemetry packets from adisk file. It isconnected to input channel
#3 of the SCPM 1 module.

* Output IP #6 and Output IP #7 transmit the telemetry and CLCW packets,
respectively.
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All of the channel connections are summarized in the following table.

Purpose Source Source Destination Destination
Chann€ Chann€
Command Input |P #0 1* EOSGS 1
Receipt
Command EOSGS 1 SCAura 2
Receipt
Scenario Script Scenario 1 SCAura 1
Execution
DataFile Read TxFile 1* SCAura 3
Telemetry Packet SCAura 1 EOSGS 2
Transmit
CLCW Packet SCAura 2 EOSGS 3
Transmit
Telemetry EDU EOSGS 2 Output IP #6 1*
Transmit
CLCW EDU EOSGS 3 Output IP #7 1*
Transmit

*The module has only one input or output channel.

The following container items have been added to support external packet receipt and
retransmission. The packet counts may be viewed by invoking the Exter nal Packet
Summary display from the Telemetry menu. The APID Status display has been
augmented with a column showing the external enabled status.

Container I1tem Name
for Global Flags and Counts

Description

External PacketHeaderBytes Size of optional header on all external packets. Defaults
to 20 bytesto accomodate an EDOS Service Header .

External CLCW Count Count of all external CLCW packets processed

External APIDCount Count of all external APID packets processed

External|gnoredCL CWCount

Count of all CLCW packetsignored because external
loading was disabled

ExternallgnoredAPIDCount

Count of all APID packets ignored because external
loading was disabled

External PacketErrorCount

Count of all external packetsin error
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Container Item Name for
APID items

Description

TImPacketxxxxExternal Enabled
where xxxx = APID in decimal

External load enable flag for Telemetry packet xxxx
(O=disabled, 1=enabled) Default isdisabled.

Container Item Name for
end-item verifier setting

Description

commandverification

Controls setting of end-item verifier telemetry pointsin
response to commands received. (O=disabled, 1=enabled)
Default isenabled.

Container Item Name for Description

CLCW items

SpaceClcwExternal Enabl ed External load enable flag for Spacecraft CLCW buffer
(O=disabled, 1=enabled) Default isdisabled.

InstrClcwExternal Enabled External load enable flag for Instrument CLCW buffer
(O=disabled, 1=enabled) Default isdisabled.

UpdatedSpaceClcwCWT Sticky update flag for spacecraft/instrument CLCW

UpdatedinstrClcwCWT Control Word Typefield (O=false, 1=true)

UpdatedSpaceClcwVersion Sticky update flag for spacecraft/instrument CLCW

UpdatedinstrClcwVersion Version field (O=false, 1=true)

UpdatedSpaceClcwStatus Sticky update flag for spacecraft/instrument CLCW Status

UpdatedI nstrClcwStatus field (O=false, 1=true)

UpdatedSpaceClcwCOP Sticky update flag for spacecraft/instrument CLCW COP

UpdatedInstrClcwCOP

In Effect field (O=false, 1=true)

UpdatedSpaceClcwV CID
UpdatedinstrClcwV CID

Sticky update flag for spacecraft/instrument CLCW VCID
field (O=false, 1=true)

UpdatedSpaceClcwSparel Sticky update flag for spacecraft/instrument CLCW spare 1
UpdatedInstrClcwSparel field (O=false, 1=true)

UpdatedSpaceClcwNoRfAvail | Sticky update flag for spacecraft/instrument CLCW No RF
UpdatedinstrClcwNoRfAvail Avail field (O=fase, 1=true)
UpdatedSpaceClcwNoBitLock | Sticky update flag for spacecraft/instrument CLCW No Bit
UpdatedinstrClcwNoBitL ock Lock field (O=fase, 1=true)

UpdatedSpaceClcwL ockout Sticky update flag for spacecraft/instrument CLCW
UpdatedinstrClcwL ockout Lockout field (O=false, 1=true)

UpdatedSpaceClcwWait Sticky update flag for spacecraft/instrument CLCW Wait
UpdatedinstrClcwWait field (O=fase, 1=true)

UpdatedSpaceClcwRetransmit | Sticky update flag for spacecraft/instrument CLCW
UpdatedI nstrClcwRetransmit Retransmit field (O=false, 1=true)
UpdatedSpaceClcwFarmCount | Sticky update flag for spacecraft/instrument CLCW
UpdatedSpaceClcwFarmCount | FARM-B Count field (O=false, 1=true)

AttachC.doc

8/9/02




UpdatedSpaceClcwSpare2 Sticky update flag for spacecraft/instrument CLCW spare 2
UpdatedInstrClcwSpare2 field (O=false, 1=true)
UpdatedSpaceClcwReport Sticky update flag for spacecraft/instrument CLCW Report
UpdatedI nstrClcwReport field (O=false, 1=true)

Miscellaneous

» The count of CLCW packets transmitted has been added to the EOSGS Status

display.

» The counts of data and fill CADUs have been added to the SCAura Telemetry

Status display.

» The SIMSS baseline has been changed so that it is no longer necessary to throttle
scenario script execution via sleep directives. However, a script that runs at full
speed for along time will result in breaks in the telemetry stream. If breaksin the
telemetry stream are detected, then a 10 millisecond sleep should be inserted
every quarter second of script execution.

Local Variable Usage

The 26 local variables A through Z that are designed to hold real numbers, and the 26
local variables AQ through ZQ that are designed to hold 64-bit integers, have been
changed so that every module of aProject hasits own set.

An example of using these local variables within a scenario script follows:

; Conditional Scenario example using local variables

set CDH_SS ISASUUSYNC 0

=t 1Q0

sleep 1000
while (1Q < 10)

set CDH_SS ISASUUSYNC += 1

sleep 1000

if (MOD_CR_SR_GRAT CH_B ==0)
SET MOD_CR SR GRAT CH B 1

setIQ+=1
else

st MOD_CR_SR GRAT CH_BO

setIQ+=2
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; What follows is an example of saving atlm value
; in case it changes
set B =GNC_SS STAOUT1W22
endif
endwhile
; end
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Attachment D — Resolved Discrepancy Reports

The following Discrepancy Reports (DRs) and Change Requests (CRs) have been closed by and are being delivered
with MPS/AuraRelease 3.1. The DRS/CRs are listed in the table below, which provides the DR/CR Number,
Status, Severity, and a short description. A full description of each DR/CR follows the summary table. Complete
information on all DRS/CRs may be accessed viathe Internet at address hitp://edosultr a30.gsfc.nasa.qov/ddts/ |

Summary of Closed Discrepancy Reports

Critical (Severity 1) | Urgent (Severity 2) | Routine (Severity 3) Change Total
Requests
0 2 3 3 8

Status Definitions

N — New A — Assigned Analysis R —Anaysis Entered
V — Assigned Verification T —Tested C—-Closad
W — Withdrawn P — Postponed X —Duplicate
ETSNo. SMO No. Type | Severity Description
ETS0452 | SMOdr14927 | DR 3 Slowdown of Command Recognition is due to
Oracle
ETS0454 | SMOdr16186 | CR 2 Port ETSF Front End capability from
MPS/Aqua simul ator
ETS0455 | SMOdr16187 | DR 2 Scenario module doesn't execute While loops
properly
ETS0456 | SMOdr16188 | DR 3 Original value overwrites operator entry in
Set/Display window
ETS0457 | SMOdr16189 | CR 3 Need CADU counts on TIm Status display
ETS0458 | SMOdr16190 | CR 3 Add CLCW Pkt count to EOSGS Transmit
Status
ETS0464 | SMOdr17436 | DR 3 AuraMPS handling S/C APIDs as GIRD
APIDs
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DR.  SMOdr 14927 ( ETS0452) Rel at ed NCR: Submitted: 020208

Status: ASSI GNED- ANALYSI S G ass: ETS Asgnd- Anal ysi s: 020329
Title: Sl owdown of Command Recognition is due to Oracle
SUBM TTAL | NFORVMATI ON ANALYSI S | NFORVATI ON
Proj ect: ETS Assi gneel/ Or g: Ernest Quintin
DR Type: Probl em Phone: 301- 805- 3649
Rel / Ver: 3.0 Emai |l : equi nti n@sc. com
Subsystem Aur a Assi gnee2/ Or g:
Modul e: Si mul at or Phone:
Af f ect ed- Requi renent : Emai |
Test Phase: accept ance test Dat e due (Sev=1l, 2):
Severity: 2
Dat e found: 020206
Locati on: GSFC
Subnitter: Ernest Quintin
Organi zati on: ETS Dev Group
Phone nunber: 301- 805- 3649
Emai | : equi nti n@sc. com

*rkxxxkkkkxx Probl em (Added 020208 by equintin) ***xxxxkskssk
Rayt heon personnel at Denver reported that conmand recognition
by MPS/ Aqua has becone too sl ow.

Testing, using MPS/ Aqua Rel ease 6.5, has reveal ed that the

O acl e database interface can support no nore than two records
per query, due to the size of the array records. This neans
that many queries nust take place for every conmand received,
slowing the entire sinulator.

Since the MPS/ Aura simul ator uses the sane command recognition
schenme, it is recommended that dependence upon Oracle as a PDB
repository be removed fromonline operation of the simulator.

Frxxxxkkkxxx Admin Comment (Added 020329 by eshurig) x*****xxxxx
(Assigned for analysis at 3/8/ 02 DRB neeting.)

kkhkkkkhkkkkkkxk HI StOI'y kkhkkkkhkkkkkkxk

bat chbug 020208 210853 Subnitted to ETS by equintin

bat chbug 020208 210853 Encl osure "Probl eni added by equintin

bat chbug 020329 002231 N -> A (Assigned to Ernest Quintin) by eshurie
bat chbug 020329 002303 Encl osure "Adm n Conment" added by eshurie
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DR SMOdr 16186 ( ETS0454) Rel at ed NCR Submitted: 020501

Status: ASSI GNED- ANALYSI S G ass: ETS Asgnd- Anal ysi s: 020503
Title: Port ETSF Front End capability from MPS/ Aqua si nul at or
SUBM TTAL | NFORMATI ON ANALYSI S | NFORMATI ON
Proj ect: ETS Assi gneel/ Org: Ernest Quintin
DR Type: Change Request Phone: 301- 805- 3649
Rel / Ver : 3.0 Emai | : equi nti n@sc. com
Subsyst em Aur a Assi gnee2/ Or g:
Modul e: Si mul at or Phone:
Af f ect ed- Requi renent : Emai | :
Test Phase: in-field use Dat e due (Sev=1l, 2):
Severity: 2
Dat e found: 020501
Locati on: GSFC
Subnitter: Ernest Quintin
Organi zati on: ETS Dev Group
Phone nunber: 301- 805- 3649
Emai | : equi nti n@sc. com

Fxxxxkkkkxxx Prop|l em (Added 020501 by equintin) **xxxxsskssx

Port the MPS/ Aqua Rel ease 6.6 capability of acting as a Front End
processor to the ETSF to MPS/ Aura. Add a serial interface for
recei ved telenetry and comand dat a.

kkkkhkkkhkkhkkhkk*k HI StOI’y kkkhkkhkkkhkkhkkhkhk*k

bat chbug 020501 210904 Subnitted to ETS by equintin
bat chbug 020501 210904 Encl osure "Probl eni added by equintin
bat chbug 020503 175929 N -> A (Assigned to Ernest Quintin) by eshurie
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DR SMOdr 16187 ( ETS0455) Rel at ed NCR Submi tted: 020501

Status: ASSI GNED- ANALYSI S G ass: ETS Asgnd- Anal ysi s: 020503
Title: Scenario nodul e doesn't execute While | oops properly
SUBM TTAL | NFORVMATI ON ANALYSI S | NFORVATI ON
Proj ect: ETS Assi gneel/ Org: Ernest Quintin
DR Type: Probl em Phone: 301- 805- 3649
Rel / Ver: 3.0 Emai l : equi nti n@sc. com
Subsyst em Aur a Assi gnee2/ Or g:
Modul e: Si mul at or Phone:
Af f ect ed- Requi renent : Emai | :
Test Phase: in-field use Dat e due (Sev=1l, 2):
Severity: 2
Dat e found: 020405
Locati on: GSFC
Subnitter: Ernest Quintin
Organi zati on: ETS Dev Group
Phone numnber: 301- 805- 3649
Emai | : equi nti n@sc. com

*rxxkxxxkkxxx Probl em (Added 020501 by equintin) *x**xxsxrxs
While | oops in scenario scripts don't always execute properly.
Sonetimes control goes directly to the end of the script wthout
setting any telenmetry points.

It was noticed that the addition of sleep directives before and
after the | oop body nade execution appear to work properly.

kkkkhkkhkhkkhkhk*k HI StOI’y kkkhkkhkkkhkkhkkhkhk*k

bat chbug 020501 211425 Subnitted to ETS by equintin
bat chbug 020501 211425 Encl osure "Probl eni added by equintin
bat chbug 020503 193822 N -> A (Assigned to Ernest Quintin) by eshurie
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DR SMOdr 16188 (ETS0456)

Rel at ed NCR:
St at us: ASSI GNED- ANALYSI S Cl ass:

Subm tted: 020501

ETS Asgnd- Anal ysis: 020503

Title: Oiginal value overwites operator entry in Set/Display w ndow

SUBM TTAL | NFORVATI ON

ANALYSI S | NFORVATI ON

Proj ect: ETS Assi gneel/ Org: Ernest Quintin
DR Type: Probl em Phone: 301- 805- 3649
Rel / Ver: 3.0 Emai l : equi nti n@sc. com
Subsyst em Aur a Assi gnee2/ Or g:

Modul e: Si mul at or Phone:

Af f ect ed- Requi renent : Emai | :

Test Phase: system | &T Dat e due (Sev=1l, 2):

Severity: 3

Dat e found: 020416

Locati on: GSFC

Subnitter: Ernest Quintin

Organi zati on: ETS Dev Group
Phone nunber: 301- 805- 3649
Emai | : equi nti n@sc. com

*rxxkxxxkkxxx Probl em (Added 020501 by equintin) *x**xxsxrxs
When attenpting to enter a new data value into the Set/Di splay
Contai ner Itens wi ndow, the value occasionally is erased and
repl aced by the original value. This is very intermttent but
qui te annoyi ng when it occurs.

Also, if the user inadvertently clicks on any data entry portion
of the window, the Apply button will becone sensitized and no
nore updates are seen until the Apply button is pressed.

Frrxxxkkkxrx Admin Comment (Added 020503 by eshurig) *x****xxxxx
5/ 3/ 02 DRB: Ernest said this should have been a level 3 DR It
is rare but extremely annoying. Changed fromSev. 2 to 3.

kkkhkkhkkkhkkhkkhkhk*k HI StOI’y kkkkhkkkhkhkkhkhk*k

bat chbug 020501 212052 Subnitted to ETS by equintin

bat chbug 020501 212052 Encl osure "Probl ent added by equintin

bat chbug 020503 193915 Fields nodi fied by eshurie

bat chbug 020503 194038 Encl osure "Adm n Conment" added by eshurie

bat chbug 020503 194102 N -> A (Assigned to Ernest Qintin) by eshurie
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DR SMOdr 16189 ( ETS0457) Rel at ed NCR Submi tted: 020501

Status: ASSI GNED- ANALYSI S G ass: ETS Asgnd- Anal ysi s: 020503
Title: Need CADU counts on Tl m Status display
SUBM TTAL | NFORNMATI ON ANALYSI S | NFORNMATI ON
Proj ect: ETS Assi gneel/ Org: Ernest Quintin
DR Type: Change Request Phone: 301- 805- 3649
Rel / Ver: 3.0 Emai l : equi nti n@sc. com
Subsyst em Aur a Assi gnee2/ Or g:
Modul e: Si mul at or Phone:
Af f ect ed- Requi renent : Emai | :
Test Phase: in-field use Dat e due (Sev=1l, 2):
Severity: 3
Dat e found: 020501
Locati on: GSFC
Subnitter: Ernest Quintin
Organi zati on: ETS Dev Group
Phone numnber: 301- 805- 3649
Emai | : equi nti n@sc. com

*rxxkxxxkkxxx Probl em (Added 020501 by equintin) *x**xxsxrxs
The SCAura nodul e Tel enetry Status Display only shows | P-npde
out put data counts (packets and CLCWs). A display of CADUs
transmtted in Serial npde would be useful.

kkhkkkkhkkkkkkxk HI StOfy kkhkkkkhkkkkkkxkk

bat chbug 020501 212403 Subnitted to ETS by equintin
bat chbug 020501 212403 Encl osure "Probl emi added by equintin
bat chbug 020503 194208 N -> A (Assigned to Ernest Quintin) by eshurie
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DR SMOdr 16190 ( ETS0458) Rel at ed NCR Submi tted: 020501

Status: ASSI GNED- ANALYSI S G ass: ETS Asgnd- Anal ysi s: 020503
Title: Add CLCW Pkt count to ECSGS Transmit Status
SUBM TTAL | NFORNMATI ON ANALYSI S | NFORNMATI ON
Proj ect: ETS Assi gneel/ Org: Ernest Quintin
DR Type: Change Request Phone: 301- 805- 3649
Rel / Ver: 3.0 Emai l : equi nti n@sc. com
Subsyst em Aur a Assi gnee2/ Or g:
Modul e: Si mul at or Phone:
Af f ect ed- Requi renent : Emai | :
Test Phase: in-field use Dat e due (Sev=1l, 2):
Severity: 3
Dat e found: 020501
Locati on: GSFC
Subnitter: Ernest Quintin
Organi zati on: ETS Dev Group
Phone numnber: 301- 805- 3649
Emai | : equi nti n@sc. com

*rxxkxxxkkxxx Probl em (Added 020501 by equintin) *x**xxsxrxs
The EOSGS nodul e only shows counts for comrands received and
telemetry packets transmitted. It would be hel pful for the
di splay to al so show a count of CLCW transmtted.

kkhkkkkhkkkkkkxk HI StOfy kkhkkkkhkkkkkkxkk

bat chbug 020501 212640 Subnitted to ETS by equintin
bat chbug 020501 212640 Encl osure "Probl emi added by equintin
bat chbug 020503 194257 N -> A (Assigned to Ernest Quintin) by eshurie
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DR. SMXr 17436 (ETS0464) Rel at ed NCR: Subm tted: 020802
St at us: NEW Cl ass: ETS

Title: AURA MPS handling SSIC APID s as G RD APID s
SUBM TTAL | NFORNMATI ON

Proj ect: ETS

DR Type: Probl em

Rel / Ver: 3.0

Subsyst em Aur a

Modul e: Si mul at or

Af f ect ed- Requi renent :

Test Phase: unit test
Severity: 3

Dat e found: 020801
Locati on: Denver
Subnitter: Vi nce Rul and
Organi zati on: EMOS

Phone nunber: 720- 858- 4068
Emai | : vhrul and@ ayt heon. com

*Frkxkkkkkxxx Probl em (Added 020802 by vrul and) ****xxxkkks*
Pl ease describe the problemyou are experiencing bel ow, including

what you did, what you expected to happen, and what actually happened:

The current AURA dat abase includes APID s 446 & 447 as Nor nal
Spacecraft packets. The MPS is treating themas G RD instrunent
packets and inserting an extra byte of secondary header. This is
causing the EMOS software to interpret the timestanp incorrectly
for these APID s.

kkkkhkkkhkkhkkhkhk*k HI StOI’y kkkhkkhkkkhkhkkhkhk*k

bat chbug 020802 140252 Subnitted to ETS by vrul and
bat chbug 020802 140252 Encl osure "Probl em added by vrul and
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Attachment E — System L imitations

E.1 MPS/Aura Reease 3.1 Limitations

The following limitations apply to MPS/Aura Release 3.1. Some of these are Discrepancy
Reports (DRs) against SIMSS baseline products and have been recorded in their DR repository.

Problem Description

Workaround

The Scenario module File Selection
window does not always show all of the
filesin the sdlected folder.

Click the Accept button of the File Selection
window without selecting any file. Then type
the scenario file name into the Filename field
of the Scenario Control window, or copy and
paste it from Windows Explorer.

The Save Project (Extended) and Restore
From (Extended) options are intended for
another application where aremote server
runs simultaneously with the local
application. The options are included with
MPS/Aura so that only one version of the
NeTTCore code needs to be maintained.

Avoid use of the Save Project (Extended) and
Restore From (Extended) options.

The Generic Container Buffer display is
limited to 1400 bytes of data (= 700 words,
or 350 double words). A request for more
data than that will result in adisplay of
1400 bytes of information.

Thisis SMSS Defect # 102.

To view data that is beyond byte 1400 of the
buffer, set the offset to 1400, or as required to
view the data.

When using SQL*Plusto select entries
from the Oracle calcurve table viathe
conversion type field, conv_type, itis
necessary to put a space after the type
entry. eg.“U 5D “, not“U_5D".

Given at | eft.

If the user forgets to load a PDB when
initializing the ssmulator, Stopping the
SCAuramodule to load the database will
result in a Client GUI crash. This has been
written up as an MPS DR ET S0465.

Use Run/Stop and Run/Unlock to stop the
entire Project.
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Problem Description

Workaround

Certain APIDs areincluded in the PDB
tIm_packet file without any Interval or Slot
number information. MPS supplies a
default Interval of one second and a default
Slot number of zero. However, the packet
timing appears to be less accurate than for
those APIDs that have at least one Interval
field filled in the tim_packet file. More
investigation is necessary before writing
thisasan MPS DR.

Explicitly supply an Interval when enabling
an APID that has no non-zero Interval in the
tim_packet file.
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Attachment E — System L imitations

H.1 MPS/AuraRelease 3.1 Limitations

The following limitations apply to MPS/Aura Release 3.1. Some of these are Discrepancy
Reports (DRs) against SIM SS baseline products and have been recorded in their DR repository.

Problem Description

Workaround

The Scenario module File Selection
window does not always show all of the
filesin the sdlected folder.

Click the Accept button of the File Selection
window without selecting any file. Then type
the scenario file name into the Filename field
of the Scenario Control window, or copy and
paste it from Windows Explorer.

The Save Project (Extended) and Restore
From (Extended) options are intended for
another application where aremote server
runs simultaneously with the local
application. The options are included with
MPS/Aura so that only one version of the
NeTTCore code needs to be maintained.

Avoid use of the Save Project (Extended) and
Restore From (Extended) options.

The Generic Container Buffer display is
limited to 1400 bytes of data (= 700 words,
or 350 double words). A request for more
data than that will result in adisplay of
1400 bytes of information.

Thisis SMSS Defect # 102.

To view data that is beyond byte 1400 of the
buffer, set the offset to 1400, or as required to
view the data.

When using SQL*Plusto select entries
from the Oracle calcurve table viathe
conversion type field, conv_type, itis
necessary to put a space after the type
entry. eg.“U 5D “, not“U_5D".

Given at | eft.

If the user forgets to load a PDB when
initializing the ssmulator, Stopping the
SCAuramodule to load the database will
result in a Client GUI crash. This has been
written up as an MPS DR ET S0465.

Use Run/Stop and Run/Unlock to stop the
entire Project.
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Problem Description

Workaround

Certain APIDs areincluded in the PDB
tIm_packet file without any Interval or Slot
number information. MPS supplies a
default Interval of one second and a default
Slot number of zero. However, the packet
timing appears to be less accurate than for
those APIDs that have at least one Interval
field filled in the tim_packet file. More
investigation is necessary before writing
thisasan MPS DR.

Explicitly supply an Interval when enabling
an APID that has no non-zero Interval in the
tim_packet file.
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Attachment F - Release History Summary M atrix

Attached isthe MPS/Aura simulator release history summary matrix, updated to reflect
the MPS/Aura Release 3.1 delivery. Modules inherited from the SIMSS baseline have
the SIMSS Release Number, while the MPS/Aura modules EOSGS and SCAURA have
the current MPS/Aura Release Number.
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Release History Summary M atrix

System: MPS/Aura
Release Number 1.0 2.0 3.0 3.0 31
Beta
Delivery Date 3/16/01 | 6/15/01 | 9/28/01 | 1/11/02 | 8/9/02
Configuration Item Cl
No.
Core (Client) 11 4.0 41 5.0 6.0 6.0
Core (Server) 12 40 41 5.0 6.0 6.0
SCAURA (Client) 13 1.0 20 3.0 3.0 31
SCAURA (Server) 14 1.0 2.0 30 30 31
EOSGS (Client) 15 1.0 20 3.0 3.0 3.0
EOSGS (Server) 1.6 1.0 2.0 3.0 3.0 3.0
IP Input (Client) 1.7 4.0 4.1 5.0 6.0 6.0
IP Input (Server) 18 4.0 4.1 50 6.0 6.0
IP Output (Client) 1.9 4.0 41 5.0 6.0 6.0
IP Output (Server) 2.0 4.0 4.1 5.0 6.0 6.0
Logging (Client) 21 4.0 4.1 5.0 6.0 6.0
Logging (Server) 22 4.0 4.1 50 6.0 6.0
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Delivery Date 3/16/01 | 6/15/01 | 9/28/01 | 1/11/02 | 8/9/02
Configuration Item Cl
No.

Scenario (Client) 23 4.0 4.1 5.0 6.0 6.0
Scenario (Server) 24 4.0 4.1 5.0 6.0 6.0
Serial Input (Client) 25 4.0 41 5.0 6.0 6.0
Serial Input (Server) 2.6 40 41 5.0 6.0 6.0
Serial Output (Client) 2.7 4.0 41 5.0 6.0 6.0
Serial Output (Server) 2.8 4.0 41 5.0 6.0 6.0
TxFile (Client) 29 4.0 4.1 5.0 6.0 6.0
TxFile (Server) 3.0 4.0 41 50 6.0 6.0
vcProcessor (CIient)g 31 4.1 5.0 6.0 6.0
vcProcessor (Server)* 32 4.1 5.0 6.0 6.0

! Added with Release 2.0
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Attachment G — Mission Systems Confiqur ation M anagement Form

This attachment contains the completed Mission Systems Configuration Management (MSCM) form for the
delivery of MPS/Aura Release 3.1.
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Mission Systems Configuration Management Form

1. ORIGINATOR 2. ORGANIZATION 3. PHONE 4. E-MAIL ADDRESS
Estelle Noone CsC 301-805-3653 Enoone@csc.com|
5. ELEMENT 6. INSTALLATION PRIORITY 7. TRACKING NUMBER
ETS (MPS/Aura) Routine esig izl oy Gl Olifles)
8. SOURCE CHANGE 9. APPROVALS
REQUEST(S): Element Manager / /
(E|\-/I|-|§sd/eA“uvr:1r)y of MPS for EOS Aura Flight Ops Director / /
Operations Manager / /
10. DELIVERED SY STEM (Check all that apply)
Name Version Media ldentification Identification Date
[] Hardware
X Software MPS/Aura R3.1 CD-ROM 08/09/02
[ ] Database
[X] Documentation:
MPS/Aura delivery package N/A viaemail 08/09/02
MPS/Aura Release 3.1 User’s Guide R3.1 http://esdis-it.gsfc.nasa.gov/ET S/etsdoc.html TBS

[] Other

11. CHANGE DESCRIPTION
Release 3.1 of MPS/Aura

12. ATTACHMENT(S): Check if YES [X]

Description: MPS/Aura Release 3.1 delivery package (cover letter with attachments) dated 08/09/02

13. CM OFFICE USE

L ocation (Bldg/Room) Slot location(s)
Hardware /
Media /
Documentation /
Installation date / / CM Office Signature

Form MSCM (970327)
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